Retningsventil AD3
AVN HYDRAULIK CETOP 3/NG6

ARON

Dimensioner:

E il .
:i:.:
E = Manuel betjening
OR 2-012/90 —
M1 = Mikroswitch AC. 66 ) DC.80 | B%.5 ik DC.80O
. I 0C.229.5 1
! * SR Ml o
2 0 T -\ N
4 [ * Dé i
78.2 8.8 8.7 3
.03 Montage bolte UNI 5931
:;;iﬁi aftllf:fe r - s M5x30 (12.9 anbefales)
LA Speaendemoment 5 Nm/0,5 kgm
Bestillingskode:
AD |Retningsventil
| 3 |CETOP3/NG6
| * |Betjeningsméde (se tabel 1) Data:
Ventil type Glider ventil
|** |Gl'd t tabel 5
ider type (se tabel 5) Max. flow 60 I/min
| * |Opbygning en eller to spoler m.m. (se tabel 2) Max. drifttryk 320 bar
Max. returtryk 160 bar

| * |Spolespaending (se tabel 3)

| i |00 = standard, andre varianter kan fas ved forespgrgsel.

IT'Serienr.

Ventilerne kan fas med blgdt skift, eksplosions sikre spoler samt med overvagning af glider.

rev. 1.0
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AVN Galtech

AVN HYDRAULIK Q25 Monoblock directional control valve

Working section
[Q2s | —[F7s [r2so] — 2« [ETEHIEHIEEN - | F3D | —[12v] — [ 26
1 i 3 4 5 6 7 8 9

6 - Positioner type

* The position of fields 5 and 6 refers to the control located
on the A port side and to the positioner on the B port side.
If the positions are opposite, invert the two fields 5 and 6

as shown in the example below:

Port A side control Port B side control
Port B side positioner M1 Al Port A side positioner
5-6 6-5
rev. 0
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AVN Galtech

AVN HYDRAULIK Q25 Monoblock directional control valve
Working section

[a25 |— | F7s [Raso| — 2x [ECENMESMMOM - o |-[12v] — [2 |

1 2 3 4 5 6 7 8 9

3 Position control, detent in 1 pos.
with automalic adjustable release.

Available with spool code 103 and 111 anly -‘Enn

..... P Grano diregistro
Adjustable screw

3 Position control, detent in 2 pos.

vith aufomatic adjustable release. E nn
Available with spool code 103 and 111 enly A

Lo

R0

.,

A

| RK | s o5 o1s

Q25 - Q45 91,6, 1915 || 915

3 Position control, detent in 1 and 2 pos. mﬂnn (9002}, (9.602). [(8,902)
with automatic adjustable release. Q75-Q95 106 106 106
Available with spool code 103 and 111 only 5 1P (4.173) (4.173) (4.173)

rev. 0
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AVN Galtech

AVN HYDRAULIK Q25 Monoblock directional control valve
Working section
| @25 | — [ F7s [raso] — 2« [EREN EEHIETH | F3D |=[12v] — [ 2e ]
1 2 3 4 5 6 7 8 9

Three positions spring centred in 0 Microswich not /

with back microswitch control supplied by Galtech

3
| M2:B1 |

Two positions, 0-1, spring centred in 0 f
with back micreswitch control - nn
|

L 1
(- kvt yerermii

A
M1-B1 M2-B1 M3-B1

Q25 - Q45 82 82 82

m (3.228) (3.228) (3.228)

Two positions, 0-2, spring centred in 0
with back microswitch control En
|

Three positions spring centred in 0,
with ON-OFF centralized microswitch operation.
N1-A1: Double acting

N1A-A1: Single acting in 1 position )
N1B-A1: Single acting in 2 position Enn

Two positions, 0-1, with spring centred in 0,
with ON-OFF centralized microswitch operation

0 1]

Microswich not
supplied by Galtech

Two positions, 0-2, with spring cenlred in 0, Q25 - Q45

70
with ON-OFF centralized microswitch operation (2.756) 59 25 49

7 2]0] (2323) (0.984) (1.929)

M4

Applicable with:
Positioner Control Spool

M1-U1
M2-U1
M3-U1
M1-U2
M2-U2 All except 116 and 126
M3-U2 A1/A2/A3/A41AB A8
D2
P1-N
P1-NP
D3

rev. 0
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AVN Galtech

AVN HYDRAULIK Q25 Monoblock directional control valve

Working section

Q25 |—[ F7s [Ras0|— 2x m— F3D —[12v] = [ 2
1 2 3 4 5 6 F i 8 9

EIN -

Three positions pneumalic control, 11 1l

spring centred in 0 . ;-_ —

| ——

A B Cc d

90.5 43 10
Q25-Q45 5565 (1,603 (0.394)

Q75 - Q95 107 48 10.5 Sub
; (4.213) (1.890) (0.413)
Min. ~ 5bar(725PS)
Pllatpressurs Max. 30 bar (435 PSI)
Q25-Q45 4 cm®(0.244 in%)
REoLveluma Q75-Q95 9 cm?® (0.549 in?)

rev. 0
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AVN Galtech

AVN HYDRAULIK Q25 Monoblock directional control valve

QOutlet section type

[azs) (s o] — 2« (105 o [ v | — IR — [ 72v] —
1 2 3 4 5 6 7 8 9

7 - Outlet section type

Q35 | Q25 | Q45 | Q76 | Q956

F3aD Qutlet section ° ° . °

FéD OQutlet section and high pressure (camy-over) ° ° 0 o

F16D Right outiet section for through passage closed ° . o .

Outlet section

F6D

Qutlet section and high pressure (camry-over)

rev. 0
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AVN Galtech

AVN HYDRAULIK Q25 Monoblock directional control valve
Additional notes
| @25 | — [ F7s [R2s0] — 2x [103 [ a1 [ m1 || F3D -Ed - E&
1 2 3 4 5 6 F § 8 9

8 - Additional notes

12V, 24V
S Aluminium (page F-6 ... F-10)

(Standard)

Conltrol and positionner plastic

Control and positionner Aluminium

[aze]—[F7s[R250]— 2x [103] A1 [m1]—[Fa0 |—JEM — [1E |
1 2 & 4 5 6 7 8 9

Additional notes
| Q25 | —[ F7s [R2s0|— 2x [103 ] a1 [ m1 | =] F3D B v E
1 2 3 4 5 [ T 8 9

9 - Number of sections

Specify the number of working sections used (e.g. 2E).

For further information please contact AVN Hydraulik

rev. 0
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